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consider the potential hazards created
by—

(1) The location of the stored mate-
rial and the storage practices used;

(2) The transportation and use of the
explosive material;

(3) The nature of the explosive mate-
rial, including its sensitivity;

(4) Any other factor deemed relevant
to the safety of miners potentially ex-
posed to the hazards associated with
the mixing of the bulk explosive mate-
rial underground.

(b) Storage facilities for the ingredi-
ents to be mixed shall provide drainage
away from the facilities for leaks and
spills.

Subpart F—Drilling and Rotary Jet
Piercing

DRILLING—SURFACE ONLY

§ 57.7002 Equipment defects.

Equipment defects affecting safety
shall be corrected before the equipment
is used.

§ 57.7003 Drill area inspection.

The drilling area shall be inspected
for hazards before starting the drilling
operations.

§ 57.7004 Drill mast.

Persons shall not be on a mast while
the drill-bit is in operation unless they
are provided with a safe platform from
which to work and they are required to
use safety belts to avoid falling.

§ 57.7005 Augers and drill stems.

Drill crews and others shall stay
clear of augers or drill stems that are
in motion. Persons shall not pass under
or step over a moving stem or auger.

§ 57.7008 Moving the drill.

When a drill is being moved from one
drilling area to another, drill steel,
tools, and other equipment shall be se-
cured and the mast placed in a safe po-
sition.

§ 57.7009 Drill helpers.

If a drill helper assists the drill oper-
ator during movement of a drill to a
new location, the helper shall be in

sight of, or in communication with, the
operator at all times.

§ 57.7010 Power failures.
In the event of power failure, drill

controls shall be placed in the neutral
position until power is restored.

§ 57.7011 Straightening crossed cables.
The drill stem shall be resting on the

bottom of the hole or on the platform
with the stem secured to the mast be-
fore attempts are made to straighten a
crossed cable on a reel.

§ 57.7012 Tending drills in operation.
While in operation, drills shall be at-

tended at all times.

§ 57.7013 Covering or guarding drill
holes.

Drill holes large enough to constitute
a hazard shall be covered or guarded.

§ 57.7018 Hand clearance.
Persons shall not hold the drill steel

while collaring holes, or rest their
hands on the chuck or centralizer while
drilling.

DRILLING—UNDERGROUND ONLY

§ 57.7028 Hand clearance.
Persons shall not rest their hands on

the chuck or centralizer while drilling.

§ 57.7032 Anchoring.
Columns and the drills mounted on

them shall be anchored firmly before
and during drilling.

DRILLING—SURFACE AND UNDERGROUND

§ 57.7050 Tool and drill steel racks.
Receptacles or racks shall be pro-

vided for drill steel and tools stored or
carried on drills.

§ 57.7051 Loose objects on the mast or
drill platform.

To prevent injury to personnel, tools
and other objects shall not be left loose
on the mast or drill platform.

§ 57.7052 Drilling positions.
Persons shall not drill from—
(a) Positions which hinder their ac-

cess to the control levers;
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